STANDART TIP GMK Y/D SERISI KONDENSERLER / Standart Type GMK Y/D Series Conden sers

_ N FAN MOTORU —
GMK Y/D - 2630mm KAPASITE  [HAVA DEBISI Air| | 8 Fan Motor SES SEVIVESI
(860dd / 650dd ) Capacity Cap. g Sis o 5 E GUC / AKIM Sound Level BOYUTLAR /Dimensions BAGLANTILAR
213 ER= Power/Current Connections
11230V | 1/230v | w230V | 1/230v (W 8 (TS| g 1/230V 50 | 1/230v 50 | 1/230v | 1/230v
50 Hz 50 Hz 50 Hz 50Hz | © % a oz E Hz Hz 50 Hz 50 Hz
- - -  E EIR S - : -
MODEL s g @ & A sloluls £ |Girs @) Cikis @)
860 d/d | 650 d/d | 860 did | 650 d/d | & T 860d/d | 650d/d | 860 d/d | 650 did inlet | Outlet
kw mé/h m2 | dm? | adet | kw | A | kw | A dB(A) mm | mm|[mm| mm | mm| mm| mm mm
GMKY/D63.1.1-1025 | 274 224 | 8650 | 6500 | 555 | g9 | 1x1 |0.63| 3.0 |0.31|155| 44 37 | 1030 | 1200 1000 | 1140 | 600 |1120| 28 22
GMK Y/D 63.1.1-1021 | 28,9 236 | 8470 | 6400 | 654
GMK Y/D 63.2.1-1025 | 54,4 445 | 17300 | 13000 1 111 | 195 | 1x2 |1.26] 6.0 [062| 3.1 | 47 40 | 1980 | 2150 | 1000 | 1140 | 600 |1120| 35 28
GMK Y/D 63.2.1-1021 | 57,7 469 | 16940 | 12800 | 1308
GMK Y/D 63.3.1-1025 | 81,9 66,5 | 25950 | 19500 | 1665 »q7 | 143 |1.89| 9.0 |0.93|465| 49 42 | 2930|3100 1000 | 1140 | 600 |1120| 35 28
GMK Y/D 63.3.1-1021 | 868 701 | 25410 | 19200 | 1962
GMK Y/D 63.4.1-1025 | 1089 89 34600 | 26000 | 222 | 594 | 1y4 |2.52|12.0(1.24| 62| 50 43 | 3880 | 4050|1000 | 1140 | 600 |1120| 42 35
GMK Y/D 63.4.1-1021 | 1156 | 937 | 33880 | 25600 | 2616
GMK Y/D 634.2-1025 | 1058 | 86,6 | 34000 | 25600 | 2098 | 57, | 545 [252[12.0|1.24| 62 | 50 43 | 1980 | 2150 | 1800 | 1140 | 600 |1120| 35x2 | 28x2
GMK Y/D 63.4.2-1021 | 1116 | 902 | 33000 | 24800 | 247
GMK Y/D 63.6.2:1025 | 1588 | 1306 [ 51000 | 38400 | 814,71 g6, | 53 [378[18.0|1.86| 03| 52 45 | 2930 | 3100|1800 | 1140 | 600 |1120| 42x2 | 35x2
GMK Y/D 63.6.2-1021 | 166,7 | 1361 | 49500 | 37200 | 37055
GMK Y/D 63.8.2-1025 | 2119 | 1731 | 68000 | 51200 | 4196 | ;45 | 44 [504[24.0|248|124| 53 46 | 3880 | 4050|1800 | 1140 | 600 |1120| 42x2 | 35x2
GMK Y/D 63.8.2-1021 | 2235 | 1804 | 66000 | 49600 | 494
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